GENERAL _NOTES

1. ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE INTERPRETED TO MEAN
THE EDITION AS INDICATED BY THE SUB NUMBER LISTED IN THE INDEX OF SHEETS OR
THE COPY OF THE STANDARD INCLUDED IN THESE PLANS.

2. IN ADDITION TO FIELD SURVEYS, PLAN DIMENSIONS AND DETAILS RELATIVE TO THE
EXISTING FACILITIES HAVE BEEN TAKEN FROM EXISTING PLANS AND ARE SUBJECT T
R CONSTRUCTION VARIATIONS, IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO VERIF
SUCH DIMENSIONS AND DETAILS IN THE FIELD. SUCH VARIATIONS SHALL NOT BE A CAUSE FOR
: ADDITIONAL COMPENSATION DUE TO A CHANGE IN THE SCOPE OF WORK; HOWEVER, THE
g?[?‘TFR(?é:TTOle V;vlléléKBE PAID FOR THE QUANTITY ACTUALLY FURNISHED AT THE UNIT PRICE

3. ACCESS TO ALL ENTRANCES AND SIDE ROADS SHALL BE MAINTAINED AT ALL TIMES.

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITY PROPERTY FROM CONSTRUCTION
OPERATIONS, AS OQUTLINED IN ARTICLE 107.31 OF THE STANDARD SPECIFICATIONS, THE JU.L.LE.
NUMBER IS 1-800-892-0123. A MINIMUM OF 48 HOURS ADVANCE NOTICE IS REQUIRED.

5. THE THICKNESS OF BITUMINQUS MIXTURES SHOWN ON THE PLANS IS THE NOMINAL THICKNESS.
DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS OCCUR
?A?)%TLTJIgEI?SREgEkéERéUES IN THE EXISTING SURFACE OR BASE ON WHICH THE BITUMINOUS

6. ALL SAW CUTS, NECESSARY TQO COMPLETE THE WORK DETAILED IN THESE PLANS, SHALL BE INCLUDED IN THE
COST FOR THE VARIQUS PAY ITEMS INVOLVED. THE MINIMUM SAW CUT DEPTH IN THE PAVEMENT SHALL BE | 172
UNLESS OTHERWISE SPECIFIED IN A DETAIL SHOWN IN THE PLANS.

UNLESS DIRECTED BY THE ENGINEER, PAVEMENT MARKING LINES SHALL NOT BE LAID DIRECTLY QVER A
LONGITUDINAL CRACK OR JOINT NOR OVER A TAR OR ASPHALT PAINTED LINE. THE EDGE OF A CENTERLINE OR
LANE LINE SHALL BE OFFSET A MINIMUM DISTANCE OF 2'* FROM A LONGITUDINAL CRACK OR JOINT. EDGE LINES
SHALL BE APPROXIMATELY 2 FROM THE EDGE LINE OF PAVEMENT. SEE SECTION 780 OF THE STANDARD
SPECIFICATIONS FOR TRAFFIC CONTROL ITEMS.

NO PASSING ZONES TO BE FIELD VERIFIED BY THE BUREAU OF OPERATIONS. THE RESIDENT ENGINEER SHALL
ugkl(!—mcﬂ-:g BU;E{Al_;BgFS%ZERATIONS AT LEAST 14 DAYS PRIOR TO PLACEMENT QOF FINAL PERMANENT PAVEMENT
. (PHz ~785~ )

9. THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED TO CALCULATE THE PLAN QUANTITIES:

BITUMINOUS MATERIALS (PRIME COAT) 0.00038 TON/SQ. YD. (ON PAVEMENT)
BITUMINOUS MATERIALS (PRIME COAT) 0.001425 TON/SQ. YD. (ON AGG.)
AGGREGATE PRIME COAT 0.002 TON/SQ. YD.

BITUMINQUS CONCRETE SURFACE / BINDER 0.056_TON/SQ. YD, PER 1"
AGGREGATE MATERIAL 2.05 TON/CU. YD.
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THE FOLLOWING MIXTURE REQUIREMENTS ARE APPLICABLE FOR THIS PROJECT:
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MIXTURE USE(S): s+« EVEL BINDER (MACH METHOD) *+««HMA SURFACE COURSE

INCIDENTAL HMA SURFACE

HMA PAVEMENT PATCHING

BINDER FOR GRADE CORRECTION

(STA. 708+00 TO STA 716+00)
PG: , PG 64-22 PG 64-22 PG 64-22 PG 64-22 PG 64-22
DESIGN AIR VOIDS: ' 4.0% @ N DESIGN = 50 4.0% @ N DESIGN = 50 4.0 % @ N DESIGN = 50 4.0 % @ N DESIGN = 50 4.0 %Z @ N DESIGN = 50

MIXTURE COMPOS I ION:
( GRADATION MIXTURE) IL 9.5 IL 9.5 OR 12.5 IL 9.5 OR 12.5 IL 19.0 IL 19.0
FRICTION AGGREGATE: N/ A MIX “C” MIX “C’ N/ A 'N/A
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